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[571 ABSTRACT 
A daze fastener system for connecting two or more 
structural elements wherein the structural elements and 
fastener parts have substantially different coefficient of 
thermal expansion physical property characteristics is 
employed in this invention. By providing frusto-conical 
abutting surfaces between the structural elements and 
fastener parts any differences in thermal expansion/con- 
traction between the parts is translated to sliding motion 
and avoids deleterious thermal stresses in the connec- 
tion. An essential feature for isotropic homogeneous 
material connections is that at least two sets of mating 
surfaces are required wherein each set of mating sur- 
faces have line element extensions that pass through a 
common point. 
4 claims, 9 Drawing Figures 
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DAZE FASTENERS 
ORIGIN OF THE INVENTION 
The invention described herein was made by employ- 
ees of the U.S. Government and may be manufactured 
and used by or for the Government for governmental 
purposes without the payment of any royalties thereon 
or therefor. 
This is a division of application Ser. No. 495,380, filed 
May 17, 1983, now U.S. Pat. No. 4,572,699. 
BACKGROUND OF THE INVENTION 
In the development of aerospace hardware it is often 
necessary to interconnect two or more structural panels 
or elements while permitting limited relative movement 
caused by thermal expansion or contraction of the parts 
during extreme temperature cycling as encountered in 
space flight. Thermal expansion or contraction of any 
arbitrary point in a homogeneous material at a uniform 
temperature relative to any reference point is directly 
proportional to the radial distance between the arbi- 
trary point and the reference point. Restraint of the 
thermal expansion or contraction by a second homoge- 
neous material surrounding the first homogeneous ma- 
terial will produce thermal stresses in both materials. 
This thermal stress condition will exist when the exten- 
sion of line elements of all mating or contacting surfaces 
between the two materials do not pass through a com- 
mon reference point and when the two materials have 
different coefficients of thermal expansion (when the 
temperatures of both materials is changed from some 
initial temperature) and when the materials each possess 
a modulus of elasticity. 
If the coefficient of thermal expansion of the first 
homogeneous material is greater than that of the sur- 
rounding material, thermal stress will be generated 
when the materials are heated. Also, if the coefficient of 
thermal expansion of the first homogenous material is 
less than the surrounding material, thermal stresses will 
be generated when the materials are cooled. 
With a surrounding material initially contacting the 
homogenous material by mating surfaces (whose line 
element extensions do not pass through a common ref- 
erence point when extended), separation of the materi- 
als will occur as the temperature is changed from the 
.. 
initial temperature provided: (1) when the coefficient of 
thermal expansion of the homogenous material is 
greater than that of the surrounding material, the mate- 
rials will separate when cooled; (2) when the coefficient 50 
of thermal expansion of the homogeneous material is 
less than the surrounding material, the materials will 
separate when heated. 
Maintaining contact between materials of different 
coefficient of thermal expansion as the temperature 55 
fluctuates may be as significant to the successful opera- 
tion of structural devices utilizing these laws of physics 
as the avoidance of restraint of expansion. 
To prevent either thermal stresses in, or separation of, 
the materials it is essential that the extension of line 60 
elements of all mating surfaces of the joined materials 
pass through a common reference point. The mating 
surfaces may be any combination of planes, cones and 
pyramids. Moreover, the line elements, when extended, 
of at least two such of all other mating surfaces must 65 
pass through the reference point and when the extended 
line elements of all other surfaces do not pass through 
the reference point these surfaces are required to be 
2 
separated to avoid thermal stress when the thermal 
expansion is such to cause these mating surfaces to inter- 
fere with one another. 
U.S. Pat. No. 4,229,018 issued to Bickerstaff et a1 on 
5 Nov. 10, 1981, applies some of the principles of the 
present invention although the structure and function of 
the respective devices are significantly different. Bick- 
erstaff et al disclose a roll with tires clamped to it by 
frusto-conical rings of the same material composition as 
10 the roll shaft but different from the tires. The entire roll 
assembly rotates as it and others of like construction are 
pulled through and along the floor of an oven while 
transporting a sheet of glass resting thereon. The match- 
ing frusto-conical contact between the retaining rings 
and tires are designed so that differential thermal expan- 
sion between these parts causes sliding movement only 
of these frusto-conical surfaces relative to each other. 
It is therefore an object of the present invention to 
provide a fastener that extends through two or more 
2o structural element parts that are to be connected in such 
a manner as to avoid thermal stresses in the connected 
area of the connected parts during thermal cycling. 
It is a further object of the present invention to pro- 
vide a fastener for alleviating thermal stresses in con- 
25 nected structural parts wherein the fastener and struc- 
tural parts have substantially different coefficients of 
thermal expansion. 
A further object of this invention is a fastener extend- 
3o ing through two or more structural parts connected 
thereby wherein fastener/structural part contact is 
along mating planes. 
A further object of the present invention is to to 
provide a connector element for two or more structural 
35 parts that maintains contact between the parts con- 
nected and the mating surfaces of the fastener during 
thermal cycling. 
An additional object of the present invention is a 
fastener for extending through and Connecting two or 
4o more structural elements wherein the fastenerhtruc- 
tural element contact is along mating surfaces and an 
extension of the line elements of the mating surfaces 
pass through a common point. 
BRIEF DESCRIPTION OF THE INVENTION 
45 
According to the present invention, the foregoing 
and additional objects are attained by providing two or 
more structural panels to be joined with confronting 
and countersunk apertures extending completely or 
partially therethrough and a fastener element positioned 
and secured within these apertures in fixed relationship 
therewith. The fastener employed in the preferred em- 
bodiment consists of an enlarged frusto-conical head 
bolt adapted to snugly engage the countersunk areas of 
the two structural panels and having an elongated 
threaded extension. A first washer formed of the same 
material as the structural panels is disposed over this 
threaded extension via an opening therein exceeding the 
diameter of the threaded bolt extension so as to provide 
a spacing between the bolt and the interior diameter of 
the washer. A second metal washer having essentially 
the same interior diameter as the exterior diameter of 
the bolt is positioned over and against the first washer 
by a suitable threaded nut to thereby force the frusto- 
conical head of the fastener element into retained en- 
gagement with the two structural panels being joined. 
A cotter pin is then positioned through a hole in the end 
of the threaded bolt extension to ensure retention of the 
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nut thereon. The frusto-conical end of the fastener ele- 
ment is provided with a suitable opening therein for 
inserting a screw driver, hex wrench or the like to assist 
in tightening the nut on the bolt. In lieu of the threaded 
bolt arrangement, the frusto-conical head fastener ele- 5 slight modification thereof. 
ment may be in the form of a rivet and the elongated 
extension thereof deformed over the second washer. 
Also in lieu of the frusto-conical-head, a frusto-conical 
insert of the Same material as the fastener may be em- Referring now to the drawings wherein like elements 
ployed and the fastener element may be provided with 10 are referred to by the Same reference numeral through- 
a central opening therein to permit separate convene out the several views and more particularly to FIG. 1, 
tional bolt or rivet connectors being employed. Also, a there is shown the Preferred embodiment Of the daze 
double frusto-conical insert or head may be provided at fastener System according to the present invention and 
FIG. 7 is a sectional view of a fastener system accord- 
ing to the present invention connecting relatively thick 
non-isotropic panels; and 
FIG.'8 is a view similar to FIG. 7 and illustrating a 
DETAILED DESCRIPTION OF THE 
INVENTION 
opposite panel surfaces to form the connector element. 
In this embodiment, each part has an elongated tubular l 5  lo in this embodiment is employed to Connect 
generally designated by reference numeral 10. Fastener 
end and an enlarged head shaped to snugly fit the coun- structural panels l1 and l3 formed Of carbon-carbon 
tersunk exterior aperture of the structural elements composite or other material useful for extreme high or 
being joined and the tubular parts are disposed in tele- low temperature structural applications and wherein 
scopical relationship and internally positioned within the panel material composition has a large difference in 
20 coefficient of thermal expansion from that of the fas- the apertures. Suitable structure such as a through ex- tener material. Fastener 10 must provide a snug fit be- tending bolthut or a rivet extends through the fastener tween panels 11 and 13, at all temperatures during ex- parts for retention of the fastener within the connected treme temperature cycling as encountered in aerospace 
structural applications, while also remaining free of parts. The telescoped tubular ends of the fastener are of a smaller outside diameter than the interior diameter of 25 thermal stress. As shown in FIG. 1, panels 11 and 13 are 
the structural element apertures so as to permit relative provided with adjacent frusto-conical apertures 15, 17 expansion thereof during temperature extending therethrough and receive bolt 19. Bolt 19 is 
provided with a frusto-conical head 20 adapted to Of the connected parts. The head end Of each fastener part mates with the countersunk aperture in the snugly fit within and extend through apertures 15 and 
surface of one of the connected structural elements. 3o 17. A spacer washer 23 is positioned Over shank 21 of 
These mating surfaces or planes of the connector ele- bolt 19 to abut against panel 13. Spacer washer is 
ments have line extensions which pass through a com- provided with an interior diameter opening 24 exceed- 
mon single point. The line elements of mating surfaces ing the exterior diameter of shank z1 so as to provide a 
can be any shape without generating thermal clearance therebetween and is designated by reference 
provided the extension of the line elements of all mating provide adequate bearing area between the head 20, and 
surface pass through the same point. At least two such panels 11 and 13 and is formed of the Same 
mating surfaces with coincident vertices are required composition as these panels. A washer 27 of the 
and any other mating surface that does not have l i e  Same material as bolt 19 and of substantially the Same 
elements that pass through the same point of coinci- 40 interior diameter as the exterior diameter of shank 21 is 
dence as these two must have a clearance therebetween also disposed on shank 21 so as to engage spacer washer 
to avoid thermal stress, i.e., these other mating surfaces 23. A hex nut 29 Qf the m e  material as bolt 19 is 
cannot contact one another at any temperature if ther- threaded onto s h d  21 of bolt 19 to fdy engage 
mal stress is to be avoided. metal washer 27 and a conventional cotter pin 30 is 
stress while maintaining a constant contact pressure 35 numeral 25. Spacer washer 23 thickness is selected to 
BRIEF DESCRIPTION OF THE DRAWINGS 45 placed through shank 21 and a groove 31 provided in an 
extension on hex nut 29. As shown by dotted lines, line 
A more complete appreciation of the Present inven- element extensions from the surfaces of conical head 20 
tion and many of the attendant advantages thereof Will extend through a common point p on a plane with metal 
be readily apparent as the same becomes better under- washer 27 and the mating surface Qf spacer washer 2.3. 
stood by reference to the following description when 50 Referring now more particdar]y to FIG. 2, a rivet 35 
considered in connection with the accompanying draw- having a frusto-conical head 36 mating with frusto-coni- 
ings wherein: cal apertures 15,17 of panels 11 and 13, is provided with 
FIG. 1 is a part sectional view of the preferred em- a malleable shank portion 37. After positioning enlarged 
bodiment of the fastener system employing a bolthut spacer washer 23 and metal washer 27 over shank 37, 
connection according to the present invention; 55 the end thereof is deformed in a conventional manner to 
FIG, 2 is a view similar to FIG. 1 illustrating a rivet provide the oval terminus 39 thereon to engage and 
connection; compress washer 27 against spacer washer 23 and 
FIG. 3 is a similar view illustrating an alternate em- thereby fasten panels 11 and 13 together. As in FIG. 1, 
bodiment of the fastener system of FIGS. 1 and 2; the dotted line element extensions of fmsto-conical head 
FIG. 4 is a view similar to FIG. 3 of another connec- 60 36 extend through a common point on the plane of 
tion illustrating a bolthut connection; metal washer 27 and the mating surface of spacer 
FIG. 5 is a part sectional view of an alternate embodi- washer 23. 
ment of the fastener of the present invention adapted for Referring now to FIG. 3, a hollow daze insert fas- 
blind fastening; tener 40 is employed to connect panels 11 and 13. Fas- 
FIG. 50 is an end view of the FIG. 5 embodiment; 65 tener 40 in this embodiment is essentially funnel shaped 
FIG. 6 is a part sectional view of an embodiment of with an enlarged frusto-conical end 41 and a reduced 
the present invention connecting multiple panels to- diameter tubular end 42. In this embodiment, a rivet 
gether; having a frusto-conical head 44 is disposed Within the 
c 4,650.3 85 J 
hollow cone area of fastener insert 40 and the malleable 
shank portion 43 of the rivet extends through the elon- 
gated tubular end 42 of fastener 40. After positioning 
spacer washer 23 and metal washer 27 over the tubular 
end 42 of fastener 40, malleable shank 43 is deformed in 
a conventional manner to provide an oval terminus 45 
thereon to engage and compress washer 27 against 
spacer washer 23 as in the preceding embodiment. 
Referring now to FIG. 4 another hollow daze insert 
fastener is shown and generally designated by reference 
numeral 50. Fastener 50 is also essentially funnel shaped 
and has an enlarged frusto-conical end 51 and a reduced 
diameter tubular end 52. In this embodiment, a bolt 53 
having a head 54 and a threaded shank 55 is disposed 
through fastener insert 50 with the head 54 maintained 
in the hollow frusto-conical end 51. Fastener 50 is uti- 
lized to connect panels 11 and 13 by tightening nut 29 
onto threaded bolt shank 55 after insert fastener 50, bolt 
53, spacer washer 23 and metal washer 27 are positioned 
as shown in FIG. 4. As in FIG. 1, a conventional cotter 
pin 30 is positioned through a suitable opening (not 
shown) in shank 55 to retain nut 29 in locked position. 
Head 54 of bolt 53 is also provided with a depressed 
area 56 therein adapted to receive a suitable socket 
wrench, screw driver or the like to aid in tightening nut 
29. 
Referring now to FIGS. 5 and 5u, a daze insert fas- 
tener for blind attachments is illustrated and designated 
generally by reference numeral 60. In this embodiment, 
insert fastener 60 is provided with an enlarged pyramid 
shaped head 61 and a reduced diameter tubular shank 62 
extending through a panel 65. A metal washer 63 is 
disposed in a depressed area 66 provided in the opposite 
surface of panel 65 from the pyramid shaped aperture 64 
therein receiving pyramid head 61 of insert 60. The 
plane of the mating surfaces of washer 63 and panel 65 
passes through the common vertices of insert frusto- 
pyramid head 61 and frusto-conical head 74 of bolt 73. 
The tubular shank 62 is provided with either longitudi- 
nally disposed multiple splits or flared to permit bend- 
ing thereof 90" relative to the center axis of the tubular 
shank 62 to abut against metal washer 63 and retain 
fastener insert 60 in position. Two split segments of 
tubular shank 62 are shown in FIG. 5 and designated by 
reference numerals 68 and 69. The square end of 
pyramid head 61 is shown more clearly in FIG. 5a and 
includes an integral central extension thereon as desig- 
nated by reference numeral 70. Extension 70 is provided 
with internal threads and serves to receive the threaded 
shank 72 of bolt 73 and the extension 70 is split wherein 
the metal between the splits is deformed inward during 
manufacture of frusto-pyramid head 60 to provide, a 
self-locking feature for bolt 73. The opposite end of bolt 
73 is an enlarged frusto-conical head 74 received within 
a frusto-conical aperture 76 provided through panel 75. 
In operation, panel 65 is provided with pyramid shaped 
insert fastener 60 secured therein prior to permanent 
attachment of panel 65 in operative position by suitable 
mechanism (not shown). Subsequent assembly or fasten- 
ing of panel 75 is then made possible by bolt 73 passing 
therethrough for connection with threaded extension 70 
6 
Referring now to FIG. 6, multiple carbon-carbon or 
like homogeneous structural panels may also be con- 
nected by use of the daze fasteners of the present inven- 
tion without danger of thermal cycling stresses causing 
5 the connections to fail. In the illustrated embodiment 
three panels designated by reference numerals 80, 81 
and 82 are shown connected by a daze fastener system 
generally designated by reference numeral 87. In this 
embodiment, a pair of essentially hollow frusto-conical 
10 inserts 89, 90 are disposed within confronting frusto- 
conical apertures formed through respective panels 80, 
81 and 82 of the panel group. The interior panel 81 is 
provided with an opening 83 therein disposed coaxial 
and intermediate to the confronting conical apertures. 
15 Inserts 89 and 90 are fastened together via bolt 92 as in 
the preceding embodiments. The shank portion 93 of 
bolt 92 disposed within interior panel 82 is by design of 
a smaller exterior diameter than the coaxial opening in 
panel 81 to provide adequate clearance between the bolt 
*O and panel to permit anticipated expansion/contraction 
of the parts during extreme temperature cycling. 
In each of the embodiments of FIGS. 1-6 described 
hereinabove, the panels connected are of homogeneous 
isotropic construction and the fastener elements em- 
25 ployed are homogeneous materials that exhibit extreme 
different coefficients of thermal expansion (a). In each 
of these embodiments it is essential that line element 
extensions of two or more of the mating surfaces of the 
fastener elements pass through a common point. In the 
30 embodiments utilizing the metal washer connector ele- 
ment, this common point is also on a plane with the 
metal washer where it contacts the spacer washer. 
Referring now more particularly to FIGS. 7 and 8, 
the application of the present invention to connect rela- 
35 tively thick carbon-carbon or like structures is illus- 
trated. As shown, the coefficient of thermal expansion 
(a) of the materials 101 and 102 being joined and spacer 
washer 106 therein is greater through the thickness than 
in plane. However, the fastener 104 and the metal 
40 washer 107 are made of homogeneous material. In these 
instances the line element extensions may deviate from 
a common point by a distance ( E )  according to the for- 
mula 
45 
wherein 
50 E is the distance permitted for the vortex of line element 
extensions of the insert to deviate from the mating 
plane of the connecting metal washer and the spacer 
washer; 
aCc is the coefficient of thermal expansion for the car- 
a, is the coefficient of thermal expansion of the washer 
and insert material fasteners; and 
t is thickness of the carbon-carbon spacer washer. 
As shown in FIG. 7, non-isotropic carbon-carbon 
60 panels 101, 102 are provided therein, confronting and 
frusto-conical apertures (not designated) are provided 
in Danels 101 and 102 of such dimension as to receive in 
55 bon-carbon panels being connected; 
provided on the blind side of panel 65. Tightening of contacting engagement therewith hollow frusto-conical 
bolt 73 is facilitated by the square pyramid shape of head 103 of fastener insert 104. Insert 104 is provided 
insert 60 retaining the insert in a non-rotative mode by 65 with an elongated malleable segment 105 extending 
turning bolt 73 by aid of a screw driver, torque socket through panels 101 and 102. After positioning spacer 
wrench, or the like, inserted in opening 77 in head 74 washer 106 and metal washer 107 on segment 105, the 
thereof. end thereof is deformed to provide terminus 108 
7 
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thereon in contact with metal washer 107 to retain pan- 
els 101 and 102 connected by fastener insert 104. As in 
the previous embodiments the opening or interior diam- 
eter of spacing washer 106 is larger than the exterior 
diameter of segment 105 to permit relative thermal 
expansion/contraction of the parts without inducing 
stress thereon. 
Referring now to FIG. 8, a slight modification of that 
shown in FIG. 7 is illustrated wherein a spot face sur- 
face area is removed from the interior of panel 101 to 
provide an opening 110. This area serves to permit 
bending of panel 101 during thermal expansion/con- 
traction in this region to further reduce thermal stresses 
and provide a snug fit between the panels 101, 102 and 
between the panels and frusto-conical head 103. In each 
of FIGS. 7 and 8 the frusto-conical head is shown as 
hollow but this is primarily for a weight saving measure 
and solid connectors may be employed as desired. Also, 
bolt type connectors could be employed in lieu of the 
rivet connection in each of the embodiments of FIGS. 7 
and 8 if so desired. 
The embodiments of FIGS. 1 to 6 may also be used 
for joining non-homogeneous materials that have a 
greater coefficient of thermal expansion through their 
thickness than in plane by making the metallic fastener 
of a material (also non-homogenous) that has a higher 
coefficient of thermal expansion along its length (L) 
than across its diameter @). This was accomplished by 
adding fiber reinforcement within the fastener material. 
The amount of reinforcement is that required to pro- 
duce the same ratio of a (LD) as through-the-thickness 
to in-plane of the elements being joined. 
Although no specific materials have been designated 
for the panels and fasteners discussed in the preferred 
embodiments herein, the invention is specifically de- 
signed for joining elements that have a large difference 
in coefficient of thermal expansion from that of the 
fastener elements. Specifically, the invention is useful in 
joining carbon-carbon composites structural panels, 
ceramic panels, glass and the like with metal and metal 
alloy fastener elements. The term carbon-carbon com- 
posite as employed herein refers to any carbon fiber- 
carbon matrix structure. In one specific embodiment 
panel 11, 113 and spacer washer 23 were constructed of 
a carbon-carbon composite obtained from the Vought 
Corporation and the fastener elements including the 
metal washer 27 were constructed of an oxide disper- 
sion strengthened alloy (MA-956E) capable of with- 
standing thermal cycling from cryogenic up to 2200” F. 
MA-956E is a product of Huntington Alloy, Incorpo- 
rated. The invention is not restricted to these specific 
examples and obviously other materials having the 
physical property characteristics needed for. specific 
applications are obviously considered within the teach- 
ings of this invention. 
The mode of operation of the invention highlights the 
novelty thereof. When a structural body joined by the 
daze fastener system of the present invention is subject 
to extreme elevated temperatures, the metal fastener 
5 
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components, which have a much greater coefficient of‘ 60 
thermal expansion than the members being joined ex- 
pand in all directions from the coincident vertices of the 
cone formed by the frusto-conical head of the rivet or 
bolt and the plane of the mating surface between the 
metal washer and the spacer washer. Consequently, the 65 
bearing surfaces between the head and the carbon-car- 
bon panels remain undisturbed, Le., the frusto-conical 
head slides along the countersunk surfaces in the car- 
bon-carbon as the head expands, and the metal washer 
slides along the spacer washer as the metal washer and 
nut expand. The head neither departs from nor expands 
into the carbon-carbon. The contact force between the 
fastener and the carbon-carbon remains constant for all 
temperatures. A radial clearance is provided around the 
cylindrical portion of the insert to allow unrestrained 
thermal expansion of this part of the fastener. Since no 
part of the fastener is restrained from expanding as it is 
heated, no thermal stress is induced in either the fas- 
tener or the material being joined. Thus, for a large 
difference in coefficients of expansion (a) between the 
fastener and the material being joined, zero thermally 
induced strain ( E )  or thermal stress is present in either 
the fastener or the material being joined, because the 
subject fastener is free to expand thermally without 
restraint by the carbon-carbon, a feature provided by 
the novel structure of the invention. The acronym 
“daze” has been coined to characterize this feature. 
However, another significant feature is that a snug fit 
exists between the parts being joined and between the 
fastener and the parts being joined at all temperatures. 
The amount of bearing force (snugness of fit) may be 
controlled during manufacture of the structure either 
by the length of the cylindrical portion of the insert 
(which may be shimmed) or by the flaring of the tubular 
end of the rivet. Different cone angles may be used for 
the rivet head and insert and the cone angle can be 
selected greater than 0” and less than 90”. 
Although specific embodiments of the invention have 
been described herein they are to be considered as ex- 
emplary of the novel features thereof and are not ex- 
haustive. There are obviously many variations and 
modifications of these specific exemplary examples that 
will be readily apparent to those skilled in the art in the 
light of the above teachings without departing from the 
spirit or scope of the appended claims. It is therefore to 
be understood that the invention may be practiced oth- 
erwise than as specifically described. 
What is claimed as new and desired to be secured by 
Letters Patent of the United States is: 
1. A fastener for connecting two or more structural 
elements having confronting apertures therein to re- 
ceive the fastener and wherein the structural elements 
and fastener have substantially different coefficient of 
thermal expansion physical property characteristics 
comprising: 
a first elongated fastener element having a tubular 
body portion and an integral head portion formed 
on the tubular body; 
said tubular body portion being positioned within at 
least one of the confronting apertures of the struc- 
tural elements to be connected thereby and being 
provided with an external diameter that provides 
adequate clearance along the length thereof be- 
tween said tubular body portion and the aperture to 
permit anticipated thermal expansion of said tubu- 
lar body therein and said head portion k i n g  pro- 
vided with a frusto-pyramid shaped exterior sur- 
face having three OF more sides consisting of line 
elements that when extended form a f is t  vertex 
and being received in a mating end area portion of 
the aperture formed within the structural element 
receiving said first fastener element; 
a second elongated fastener element having a cy4in- 
drical body portion and a head portion and posi- 
tioned within a confronting aperture of another 
structural. element such that the cylindrical body 
9 
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portion of said second elongated fastener element is element having an internally threaded area for receiv- 
telescopically received within the tubular body ing said threaded segment of said bolt. 
portion of said first elongated fastener elements; 3. The fastener of claim 2 wherein said tubular body 
said head portion of said second elongated fastener portion of said first elongated fastener element is bent at 
element having a frusto-conical exterior surface 5 the open end thereof to engage and retain a metal 
consisting of line elements that when extended washer and to retain said first fastener element, said 
form a second vertex and received by a mating area metal washer being disposed within a depressed area 
portion of the aperture formed within the struc- within said structural element receiving said first elon- 
tural element receiving said second elongated fas- gated fastener element and the plane of contact of said 
tener element wherein said second vertex of said 10 metal washer with the elements being joined passes 
frusto-conical head is coincident with said first through the common point or coincident of vertices 
vertex of said frusto-pyramid head of said first said first and said second fastener elements. 
fastener element; and 4. The fastener of claim 3 wherein said frusto-pyra- 
means for connecting said first and said second elon- mid shaped exterior surface of said first fastener element 
gated fastener elements to thereby fasten the struc- 15 prevents turning thereof during threadingly engage- 
tural elements together. ment by said threaded segment of said bolt, and an 
opening provided in the head of said bolt to permit 
engagement of a suitable wrench for applying rotative 
movement to said bolt to thereby permit use of the 
2. The fastener of claim 1 wherein said means con- 
necting said first and said second elongated fastener 
elements includes said second fastener element being an 
elongated bolt having a threaded segment extending 20 fastener for blind attachment. 
through said first fastener element, said first fastener * * * * *  
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